Austin 7 Club of S.A. Inc.

CLUBROOMS:
262 Tapleys Hill Road, SEATON S.A. 5023

Bulletin Number 37
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“Welcome Waits the Austin Family.”
THE AUSTIN MOTOR CO., LTD.,
m“.v M.

LONDON DEPOTS:
Showrooms: 479 483, Oxford St., W.L
Service Station and Showrooms :
Holland Park Hall, W.11.



What ds on and What

11.1.21 Austin 7 club General Meeting at Clubrooms 7.30pm.
15.1.21 Valley Rodders Cruise on Tanunda Cancelled
17.1.21 All Holden Day ON at Glenelg

17.1.21 Hahndorf Swap Meet ON

26.1.21 Austin 7 Club Australia Day RwnWalker Flat (run sheet att.)
29.1.2330.1.21 Adelaide Auto Expo Wayville Show grounds
Feb Victor Harbor Swap Meet Cancelled

14.2.21 All British Day Cancelled

14.2.21 British at the Bend ON

21.2.21 All American Day ON

27.2.21 Classics on the Park Gawikerstponed

28.2.21 Small Ford Sunday (Birdwood Mill) ON

7.3.21 Campbelltown Swap meet at Kilburn ON

13Mmn®odum {SEEfAO1Qa . SIFOK az2i2N) / &O0f
27.3.2229.3.21 Austin 7 club run to Booleroo Centre Steam traction Rally ON
11.4.21 Gawler Barossa Vintag& Veteran run ON

17-18 April Mallala All Historic

2.5.21 British Classics Tour Victor Harbor ON

7-9 May V8 Races at Tailem Bend

23.5.21 Cavalcade of Cars at Kadina ON

22-23 May 2021 Historic Winton ON Note change of Date

All events are subject to changadease check with the organisers.
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Sillier than a Seven
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Australia Day Sunday 26 January 2020
Hosted by Murray Mallee Auto Club

Meet: At Mt. Pleasant Bakery.
There will be an Australia Day Ceremony at t
Mount Pleasant Hall, opposite the bakery whi
will be winding up at around 9:00am. Parkin
may be difficult, so we suggest you park whe
you can and congregate at the bakery.
The bakery owners assure me they will be
opening at 7:30am for your first cofeand
lamingtons (very Aussie) for the day.

Departure Time 9:15am
(Slower cars may wish to begin departing
from 9:00am)

Arrival at Walker Flat Anticipated arrival: 10:00am
The Murray Mallee Auto Club will reserve a
place for 10 of our cars so wercpark
together.

As you enter Walker Flat township there is 4
hard-right turn. Please pull up and wait for the
other A7 Club carso that we can arrive at the
entrance to the event in one group. This sho
ensure that we do actually park as a group

Entry Fee $5.00 per car (to be donated to the CFS)

Bring 1 Chairs
1 Morning teag or you can purchase it a
the Mt Pleasant Bakery
1 Lunch(Suggest BYO Picnid)ut sau-
sage sizzle may be available at mode
O2ad o6o0dzi GKAA
9 Drinks

Hot WeatherPolicy If forecast for Walker Flat is 35 or higher we
will not participate.
Come to airconditioned clubrooms 11:00am
Bring your picnic lunch.
Free icecreams

Directions from Mt Pleasant Bakery 1 Travel approx. 800 metres nordast
through Mt Pleasant
1 TR onto Angas Valley Rd
 Travel to Walker Flat
1 Regroup at the entrance to Walker FIg
Township

1 Move together to the Show N Shine-a
ea adjacent to the ferry
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Booleroo Centre Steam traction Rally 28/3/21

The Austin 7 Club of S.A. will be spending a weekend away
enjoying the secrets of Steam.

STEAM & TRACGTION
PRESERVATION || SOGIETY ING.

n

We will leave on Saturday #7March 2021 travelling via Gawler, Clare and
Jamestown to Port Pirie.

Staying Saturday and Sunday Nights at Bentleys Cabin Park Port Pirie.
The Steam Traction Rallg on Sunday Z8March 2021 at Booleroo Centre.



We will travel home on Monday 28 March 2021 Via Port Broughton, Bute
and Port Wakefield.

The invite is open to all cars preferably those on Historic Registration for a
weekend of History and Rust.

Parking br Moderns with trailers is available at Gawler and Port Pirie in the
Cabin Park.

Port Pirie is 260 Km from Adelaide and Booleroo Centre is 66km from Port
Pirie.

Come And Feel
The EARTH Move
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Expression of interest to David Grear 0421 164 500




Proudly presented by
The Austin Seven Club in association with the HMRAV
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The Expression of interegorm for 2022 National Rally in
Warrnambool has been released.

If you are going and would like Motel accommodation please
let me know as | have booked a Motel close to the centre of
Warrnambool with room for trailer parking.

If you would like to drive you Austin 7 to Warrnambool you
will not be alone.

WARRNAMBOOL
National Rally

National Rally
Saturday 9th April - Thursday 14th April

Celebrate100 years of Austin Sevens

whilst exploring this beautiful part of Victoria
Come have a whale of a time in Warrnambool!

Enquiries: 2022rallyinfo@gmail.com



AUSTIN 7
CENTENARY
RALLY

19th - 24th July 2022
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The Fire Services College, Moreton-in-Marsh, Gloucestershire
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A week-long celebration of 100 years of the Austin 7
Events, entertainment, accommodation, catering,

leisure facilities, and over 1,000 Austin 7s !

Organised by The Austin Seven Clubs' Association Sponsored by RH Specialist Insurance @

Details will be published on www.a7centenary.com




"What? They've seta date?” fl|
Yep!!It's on again!
Lake PerkoIJ'IIi
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1925 September 202 NSNS
The Legend Continues
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More detmls to come!




Technical tips

Cambridge Engineering book part 3

wsually require re-facing or replacing. Modified tappet blocks should be
futed. double valve springs are recommended as essential to avoid valve
bounce and it is preferable in this connection to use cotter type valves
rather than pin type.

Head — Other than the head fitted to the 1937 model the standard
cylinder head is not adequate for increased performance. This subject is
dealt with fully in the next section.

Crankshaft — The same remarks mentioned above on cheap reboring apply
also to regrinding the crankshaft. If the block is rebored the crankshaft
should be reground—even little wear on the crank will rapidly increase with
the new power available from your reconditioned top-end. In any case,
where ovality or wear in excess of 2 thou. can be measured a crank grind
and remetalled and bored con rods should be undertaken either by our-
selves or a first class firm who are prepared to guarantee their workmanship,
at this stage it is of course advisable to fit new main bearings. Special
attention should be given during assembly to fit the annular thrust bearings
Back to back to allow minimum end float on the crank shaft.

Camshaft — This should be exchanged for a modified high lift shaft as
described in the next section. Timing wheels with any back lash should be
replaced, otherwise the wheel clatter will always be audible.

Samp — You will be well advised to invest in a modified deep sump, oil
pump body and extension pick up as described in the next section.
Flywheel — Wear on the starter ring teeth due to the flywheel starting and
stopping in only two places should be expected. A new starter ring can be
fitted but this job should be left to the expert.

Clutch — With the increased power available only the best quality brass
woven high friction linings should be used-——avoid at all costs the cheap
moulded type of lining. It is as well to remember that any trouble from this
component at a future date will probably mean duplication of time and
labour in removing the engine. Worn toggles and toggle lever pins should
be replaced. If there are indentations on the plate below the toggle
heel it should be sent to us for correct drilling. plugging and brazing to put
the plate face back to standard level. A set or a half set of double clutch
springs should be fitted. Any loose rivets connecting the splined drive to
the centre plate should be renewed. If the centre plate itself or the splines
are unduly worn these should be replaced.

PERFORMANCE MODS. TO THE ENGINE )

The previous remarks have covered generally the overhauling of the
motor to return it to standard trim and we now turn to the modifications
which can be carried out to the engine. As mentioned previously careful
thought should be given during this stage of the rebuild so that all modifi-
cations eventually required can be incorporated in such a plan that future
stripping of the engine unit is avoided. The mods. following herewith are
set out in an order which will achieve this object.

(i) Port Polishing—Many hours can be spent on port polishing to remove all
high spots which of course impede the gas flow. It is, however, recom-
mended that such polishing should be carried out before the oversize inlet
valve conversion referred to next.

(ii) Oversize Inlet Valve Conversion — To permit an increased volume of
mixture into the combustion chamber it is strongly recommended that the
inlet port throats should be enlarged. Considerable experience is required



® cut these in venturi form to obtain the best gas flow. To cut away
wertically will impede and not improve the position. A special cutter is
‘mecessary and the valve hair line seating will have to be recut to a 30
sdegree angle in order to line up with the new enlarged valves which have a
~smoother underhead contour that again materially assists the gas flow. We
~ elves undertake this modification and our long experience ensures that
the above points are carefully incorporated but you should not neces-
assume that this will be so if such work is left to inexperienced

Block Modifications — Normally carried out by us at the same time as
oversize valve conversion this entails chamfering the leading edge of the
finder bore in such a manner as to further improve the flow of the
mcreased volume of mixture.
%) Double Valve Springs — It is recommended that in all cases these should
fitted to prevent valve bounce at high revs.
Modified Flattened Tappet Blocks — This mod. keeps the valves open for
g Jonger period thus allowing the increased volume of mixture to flow into
chamber and assisting the exit of the exhaust gasses.
) Modified “High Lift” Camshaft — By increasing valve lift a modified
mshaft gives very much improved breathing and is well worth while in-
gorporating during your engine rebuild. They can be obtained on an exchange
sis. However, some are available

h the inlet cams only modified W
d it is recommended that modi-
ion to all eight cams should be specified. It is further suggested that if
than 30 thou. is removed from the cam base there is a distinct possi-
of breaking through the case hardening into soft metal and while some
: plc do remove more metal we have found that our recommendations
both satisfactory and safe. A modified standard camshaft gives addi-
onal power at lower engine revs and has been found, from experience, to
mechanically smoother in its performance than production high lift
camshafts.
iwii) Modified Oil Pump Body — With increased power output available it is
desirable to increase the volume of oil passing throughout the engine. This
modification necessitates careful machining and for the few shillings involved
wou will be well advised to let us have your existing oil pump body as we
operate an over-the-counter exchange service,
iviii) Deep Sump — To permit a greater amount of oil to be carried a deeper
than standard sump should be fitted. The greater quantity of oil helps the
lubricant to remain cooler under the heavier stresses imposed on the engine.
ix) Oil Pump Extension pick-up—Using a deeper sump it is essential to fit
on the base of the oil pump an extended oil pick-up pipe.
{x) Lightened Fly Wheel — The flv wheel on all models will stand consider-
able lightening without any detrimental effect to mechanical smoothness.
This assists acceleration and rapidity in gear changing.
(xi) Double Clutch Springs — If the full stage 3 tune is to be obtained it will
be necessary in order to cope with the higher power output to fit a full set of
double clutch springs to prevent clutch slip. It is assumed that as recom-
mended under the section above relating to standard engine overhaul that
best quality brass woven high friction clutch linings have been fitted.

The above engine mods. numbered (i) to (xi) should all be dealt with






